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CUBIC 100/200

FIRE TEST
Will be tested shortly

MATERIAL
Ecophon Inside
Wooden shell 
With wheels for easy placement 
Top / bottom in metal, with optional RAL-colour, black or white finish

HEIGHT	 100 CM	 200 CM	
WIDTH	 40 CM	 40 CM	
DEPHT	 40 CM	 40 CM
WEIGHT	 17 kg	 23 kg	  	

ACOUSTIC PROPERTIES

The absorbent placed in the middle of the room
Frequency in Hz			 

63	 125	 250	 500	 1000	 2000	 4000	 N10

0,45	 0,67	 1,1	 1,3	 1,5	 1,4	 1,5	 7,6

The absorbent placed in a corner (bass trap). 
Frequency in Hz			 

63	 125	 250	 500	 1000	 2000	 4000	 N10

0,45	 0,59	 1,1	 1,0	 0,89	 0,82	 0,80	 12
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The absorbent placed in the middle of the room
Frequency in Hz			 

63	 125	 250	 500	 1000	 2000	 4000	 N10

0,4	 1,34	 2,0	 2,59	 3,18	 3,24	 3,22	 3,8

The absorbent placed in a corner (bass trap). 
Frequency in Hz			 

63	 125	 250	 500	 1000	 2000	 4000	 N10

0,49	 2,09	 1,97	 2,10	 2,04	 1,86	 1,75	 5,6

CUBIC 100

CUBIC 200

View our fabrics and RAL colours here
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