
HERTZ & HERTZ PHOTO

FIRE TEST
Hertz is tested according to SS-EN ISO 11925-2

MATERIAL
Ecophon Inside
Back piece in MDF-board
Suspension with metal strip is standard
Fabric

OPTIONS
Magnets for mounting, neodym 4 x ø20 x 6 mm
200 cm wooden beam when installing several panels in width
(not in combination with magnets)

ACOUSTIC PROPERTIES
Frequency in Hz			 

63	 125	 250	 500	 1000	 2000	 4000	 Aw
0,02	 0,17	 0,62	 1,16	 1,16	 1,09	 1,01	 0,95

Absorption Class A

Tested according to ISO 354 och ISO 11654

UPHOLSTERY MATERIAL
The fabrics for our sound absorbers are carefully selected and tested 
according to the standard set by all the manufacturers.
Hertz is now available with your own unique photo or motif. The print is certified 
based on the requirements for the fabric selection that allows the amount of air 
required to achieve the right performance on the products. 
For price with your own photo/motif please contact Decibel customer support.

www.decibelab.se

BACK

Suspension with 
magnets 4 pcs
(optional)

Suspension with
metal strip

BACK

MOUNTING

Metal wall molding 1 pcs

30x60x5 	
40x40x5	
40x80x5
50x50x5
50x70x5	
60x60x5	
80x80x5	
120x30x5
120x50x5	
120x60x5
120x80x5		
120x120x5	
Ø60
Ø90
Ø120
*For special measurments request a quote.

Dimensions 
in (cm)

See our fabrics here

https://decibelab.com/material

